
Index P [W] T [K] I PF  [°] IP

ORO-GOZO-15W-DW-II ORO27005 15 1100 4000 130 >0,5 110 65

ORO-GOZO-15W-DW-SM-II* ORO27006 15 1100 4000 130 >0,5 110 54

*SM – oprawa z czujnikiem ruchu / luminaire with a motion sensor
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OPRAWA TYPU BULKHEAD LED  
LED BULKHEAD

• 
• 
• 
• IP65 / IP54

• simple mounting
• surface mounting 
• available with a motion sensor
• IP65 / IP54
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Voltage [V] 220-240

50-60

Moc / Wattage [W] 15

Lamp current [mA] 130

Power factor PF >0,5

Electrical protection class II

DANE ELEKTRYCZNE 
ELECTRICAL DATA

Width [mm] 182

66

Waga / Weight [g] 293

WYMIARY I WAGA 
SIZE AND WEIGHT

Luminous flux tolerance +/-10%

Beam angle [°] 110

Initial color rendering index [Ra] >80

(1.0, 1.0)<6

A

DANE FOTOMETRYCZNE 
PHOTOMETRIC DATA

IP ingress protection 65
54

IK impact protection 06

Long lifetime [h] 20 000

<0,5%

Average lifetime [h] 10 000

Average lifetime [h] 20 000

10 000

EFFICIENCY

Klosz / Cover PC

Obudowa / ABS 

Fixture color WHITE

Ambient temperature range [°C] -20 - +40

Nominalna temperatura otoczenia / 
Nominal ambient temperature [°C] 25

Replaceable light source
NIE                                  
NO

Additional parts NIE
NO

NIE                                  
NO

0

Efekt migotania / Flickering effect TAK                                  
YES

ADDITIONAL DATA

 
DURABILITY

Flush mounting
NIE                                  
NO

Surface mounting
TAK                                  
YES

PIR

View angle [°] 90                              

Mounting height [m] 2-2,5

Sensing distance [m] 4-6

<25+/-5

Zakres czasu / Time range [s] 30 +/-5

 
MOUNTING

DANE TECHNICZNE CZUJNIKA RUCHU
TECHNICAL DATA OF MOTION SENSOR 

Fotometria / 


